
Specifications ACUF42

Attribute
42" Vent Free Gas Fireplace

Scan QR code for 
installation manual 
for final dimensions 
and requirements.

FRAMING 
DIMENSIONS

FRONT WIDTH BACK WIDTH HEIGHT DEPTH VIEWING AREA

48-1/2" 48-1/2" 34-1/4" 19-3/4" 42"  x 27" 

ACTUAL 
DIMENSIONS

FRONT WIDTH BACK WIDTH HEIGHT DEPTH VIEWING AREA

48" 37-1/4" 34" 20" 42"  x 27" 

Additional information can be found online at www.monessenhearth.com

Dimensions shown are with 
concrete liner installed.

MODEL A B C D E F
ACUF32-BD 38-1/2 in (978 mm) 34-1/4 in (870 mm) 19-3/4 in (502 mm) 47-1/4 in (1201 mm) 66-3/4 in (1696 mm) 33-1/2 in (851) mm
ACUF36-BD 42-1/2 in (1080 mm) 50 in (1270 mm) 70-3/4 in (1798 mm) 36 in (915 mm)
ACUF42-BD 48-1/2 in (1232 mm) 54-1/4 in (1378 mm) 76-3/4 in (1950 mm) 38-1/2 in (978 mm)
ACUF32-GD 38-1/2 in (978 mm) 47-1/4 in (1201 mm) 66-3/4 in (1696 mm) 33-1/2 in (851 mm)
ACUF36-GD 42-1/2 in (1080 mm) 50 in (1270 mm) 70-3/4 in (1798 mm) 36 in (915 mm)
ACUF42-GD 48-1/2 in (1232 mm) 54-1/4 in (1378 mm) 76-3/4 in (1950 mm) 38-1/2 in (978 mm)
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Note:  Add 1/2" to width (A) and 1/4" to height (B) dimensions when using optional 
trim kit to finish the installation of a custom cabinet, mantle, or other built-in enclosure.  
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Model A B C D E
ACUF32-BD 28.88 15.00 20.38 25.50 22.62
ACUF36-BD 32.88 15.00 24.38 25.50 22.62
ACUF42-BD 38.88 15.00 30.38 25.50 22.62
ACUF32-GD 28.88 15.00 20.38 25.50 22.62
ACUF36-GD 32.88 15.00 24.38 25.50 22.62
ACUF42-GD 38.88 15.00 30.38 25.50 22.62
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Specifications

MON/ACUF42_1225

A brand of Hearth & Home Technologies™ Inc.
7571 215th Street West | Lakeville, MN 55044

888-427-3973 | fireplaces.com

ACUF42

0" to back

0" to side

0"

Drywall

Combustible flooring may be installed next to the front of the appliance.
(No carpet or vinyl within 14")

6" 
(152 mm) min.

9" 
(229 mm) min.

(from firebox opening)

Drywall
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(1067 mm) 
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Product information provided is not 
complete and is subject to change 
without notice. Product installation 
must adhere strictly to instructions 
accompanying product to avoid risk of 
fire and potential injury.

CLEARANCES TO COMBUSTIBLES

PRODUCT LISTING CODE

US
ANSI Z223.1 / NFPA54 
CSA / ANSI Z21.11

UL Certified

COMBUSTIBLE MANTEL COMBUSTIBLE MANTEL LEG

NON-COMBUSTIBLE MANTEL

NON-COMBUSTIBLE MANTEL LEG

Measured from top of appliance opening

Seal joint with non-combustible sealant to prevent 
heat from being drawn into the wall cavity.

17”

Note: Reducing clearances further 
than those shown requires the use 
of non-combustible construction 
materials (e.g.: steel studs, cement 
board, etc.) to a height of 12 inches 
above the framing height.

Each square = 1.00 inch

3” Min .
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Combustible materials may NOT 
cover the metal face of the firebox.

18” Max.

23”
21”

19”

7 7 Finishing   

A. Facing Material
WARNING! Risk of Fire! Metal front faces may be cov-
ered with non-combustible materials only.
• 

• 

• 

• 

• 

• 

NOTICE:  

finishing materials used for all surfaces (floor, walls, 
mantels, etc.) will withstand temperatures up to 190°F. 
B. Mantel and Wall Projections

WARNING! Risk of Fire! DO NOT apply combustible ma-
terials beyond the minimum clearances. Comply with all 

manual. Overlapping materials could ignite and may inter-
fere with proper operation.

C. Decorative Fronts

1
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4
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6

Minimum Side Wall

Unit

6”

6”

Each square = 1.00 inch

Combustible materials may NOT 
cover the metal face of the firebox.

Seal joint with non-combustible 
sealant to prevent heat from 
being drawn into the wall cavity.

Measured from top of appliance opening

Seal joint with non-combustible sealant to prevent 
heat from being drawn into the wall cavity.

18” Max.
Note: Reducing clearances further 
than those shown requires the use 
of non-combustible construction 
materials (e.g.: steel studs, cement 
board, etc.) to a height of 12 inches 
above the framing height.

Each square = 1.00 inch
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Combustible materials may NOT 
cover the metal face of the firebox.
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Minimum Side Wall

Unit

12”

9”

Each square = 1.00 inch

Combustible materials may NOT 
cover the metal face of the firebox.

Seal joint with non-combustible 
sealant to prevent heat from 
being drawn into the wall cavity.
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Measured from top of appliance opening

Seal joint with non-combustible sealant to prevent 
heat from being drawn into the wall cavity.

17”

Note: Reducing clearances further 
than those shown requires the use 
of non-combustible construction 
materials (e.g.: steel studs, cement 
board, etc.) to a height of 12 inches 
above the framing height.

Each square = 1.00 inch
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Combustible materials may NOT 
cover the metal face of the firebox.

18” Max.

23”
21”

19”

7 7 Finishing   

A. Facing Material
WARNING! Risk of Fire! Metal front faces may be cov-
ered with non-combustible materials only.
• 

• 

• 

• 

• 

• 

NOTICE:  

finishing materials used for all surfaces (floor, walls, 
mantels, etc.) will withstand temperatures up to 190°F. 
B. Mantel and Wall Projections

WARNING! Risk of Fire! DO NOT apply combustible ma-
terials beyond the minimum clearances. Comply with all 

manual. Overlapping materials could ignite and may inter-
fere with proper operation.

C. Decorative Fronts
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Minimum Side Wall

Unit

6”

6”

Each square = 1.00 inch

Combustible materials may NOT 
cover the metal face of the firebox.

Seal joint with non-combustible 
sealant to prevent heat from 
being drawn into the wall cavity.

Measured from top of appliance opening

Seal joint with non-combustible sealant to prevent 
heat from being drawn into the wall cavity.

18” Max.
Note: Reducing clearances further 
than those shown requires the use 
of non-combustible construction 
materials (e.g.: steel studs, cement 
board, etc.) to a height of 12 inches 
above the framing height.

Each square = 1.00 inch
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Combustible materials may NOT 
cover the metal face of the firebox.
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9”

Each square = 1.00 inch

Combustible materials may NOT 
cover the metal face of the firebox.

Seal joint with non-combustible 
sealant to prevent heat from 
being drawn into the wall cavity.
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Measured from top of appliance opening

Seal joint with non-combustible sealant to prevent 
heat from being drawn into the wall cavity.

17”

Note: Reducing clearances further 
than those shown requires the use 
of non-combustible construction 
materials (e.g.: steel studs, cement 
board, etc.) to a height of 12 inches 
above the framing height.

Each square = 1.00 inch
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Combustible materials may NOT 
cover the metal face of the firebox.

18” Max.
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7 7 Finishing   

A. Facing Material
WARNING! Risk of Fire! Metal front faces may be cov-
ered with non-combustible materials only.
• 

• 

• 

• 

• 

• 

NOTICE:  

finishing materials used for all surfaces (floor, walls, 
mantels, etc.) will withstand temperatures up to 190°F. 
B. Mantel and Wall Projections

WARNING! Risk of Fire! DO NOT apply combustible ma-
terials beyond the minimum clearances. Comply with all 

manual. Overlapping materials could ignite and may inter-
fere with proper operation.

C. Decorative Fronts
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Each square = 1.00 inch

Combustible materials may NOT 
cover the metal face of the firebox.

Seal joint with non-combustible 
sealant to prevent heat from 
being drawn into the wall cavity.

Measured from top of appliance opening

Seal joint with non-combustible sealant to prevent 
heat from being drawn into the wall cavity.

18” Max.
Note: Reducing clearances further 
than those shown requires the use 
of non-combustible construction 
materials (e.g.: steel studs, cement 
board, etc.) to a height of 12 inches 
above the framing height.

Each square = 1.00 inch
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Combustible materials may NOT 
cover the metal face of the firebox.
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Combustible materials may NOT 
cover the metal face of the firebox.

Seal joint with non-combustible 
sealant to prevent heat from 
being drawn into the wall cavity.
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Measured from top of appliance opening

Seal joint with non-combustible sealant to prevent 
heat from being drawn into the wall cavity.

17”

Note: Reducing clearances further 
than those shown requires the use 
of non-combustible construction 
materials (e.g.: steel studs, cement 
board, etc.) to a height of 12 inches 
above the framing height.

Each square = 1.00 inch
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1

2

4

6

8

10

12

14

16

18

7”
9”

11”
13”

15”

Combustible materials may NOT 
cover the metal face of the firebox.

18” Max.

23”
21”

19”

7 7 Finishing   

A. Facing Material
WARNING! Risk of Fire! Metal front faces may be cov-
ered with non-combustible materials only.
• 

• 

• 

• 

• 

• 

NOTICE:  

finishing materials used for all surfaces (floor, walls, 
mantels, etc.) will withstand temperatures up to 190°F. 
B. Mantel and Wall Projections

WARNING! Risk of Fire! DO NOT apply combustible ma-
terials beyond the minimum clearances. Comply with all 

manual. Overlapping materials could ignite and may inter-
fere with proper operation.

C. Decorative Fronts

1
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Minimum Side Wall

Unit

6”

6”

Each square = 1.00 inch

Combustible materials may NOT 
cover the metal face of the firebox.

Seal joint with non-combustible 
sealant to prevent heat from 
being drawn into the wall cavity.

Measured from top of appliance opening

Seal joint with non-combustible sealant to prevent 
heat from being drawn into the wall cavity.

18” Max.
Note: Reducing clearances further 
than those shown requires the use 
of non-combustible construction 
materials (e.g.: steel studs, cement 
board, etc.) to a height of 12 inches 
above the framing height.

Each square = 1.00 inch
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Combustible materials may NOT 
cover the metal face of the firebox.
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Unit

12”

9”

Each square = 1.00 inch

Combustible materials may NOT 
cover the metal face of the firebox.

Seal joint with non-combustible 
sealant to prevent heat from 
being drawn into the wall cavity.

Monessen • ACUF32/36/42 Installation Manual • 4136-901 • Rev K • 08/25


